FIBER OPTIC PATCH CORD

@® Lowinsertionloss and back
reflection loss

@® High exchangeability
@® High Durability

@® Hightemperature stability

Fiber Optic Patch
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|_£B| DESCRIPTION OPTICAL CHARACTERISTIC
Fiber Optic Patch Cord for Optical Fiber Cabling Insertion Loss £0.30dB
Return Loss 250dB
CONSTRUCTION
Cable Type Simplex, Duplex
LENGTH (M) TOLERANCES (Mm)
Fiber G652D, G657A Single Mode
Polishing Type End A/End B: PC Or APC L <10+100/0
10 < L < 50 +200/0
Colour 0s2 (Yellow)
L>10 +500/0

Cable Diameter 2,2.8,3mm

Wiring AtoB

CABLE LENGTH
IS T S

SC-SC G652D, G657A | Single Mode 2,28,3 12,3,5,10,20
2 SC-LC G652D, G657A | Single Mode 2,28,3 12,3,5,10,20
3 SC-ST G652D, G657A | Single Mode 2,28,3 12,3,5,10,20
4 SC-FC G652D, G657A | Single Mode 2,28,3 12,3,5,10,20
5 SC-E2000 G652D, G657A | Single Mode 2,28,3 12,3,5,10,20

fronovatechnologies.com



